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1.54"

GDEW0154T8 Old model UC8151C 4 0.6 2.2 5

GDEW0154T8D New model UC8151D 3.8 0.6 2.2 5

GDEW0154I9F Old model UC8151C 4 0.6 2.2 5

GDEW0154I9FD New model UC8151D 3.8 0.6 2.2 5

2.13"

GDEW0213T5 Old model UC8151C 3.8 0.6 2 5

GDEW0213T5D New model UC8151D 3.6 0.6 1.8 5

GDEW0213I5F Old model UC8151C 3.8 0.6 2 5

GDEW0213I5FD New model UC8151D 3.6 0.6 1.8 5

2.9"

GDEW029T5 Old model UC8151C 3.6 0.6 2.2 5

GDEW029T5D New model UC8151D 3.4 0.6 2 5

GDEW029I6F Old model UC8151C 3.6 0.6 2.2 5

GDEW029I6FD New model UC8151D 3.4 0.6 2 5

Remark:The driver program needs to be updated and see the program description for 
updates.

program description:(Take 1.54 inch as an example)
1 The reset function: EPD_W21_Init()

UC8151C UC8151D
It needs to be reset three times



2 Basic initialization function:  EPD_init()

UC8151C UC8151D

3 Local refresh initialization function:

UC8151C UC8151D（delete 0x0d）
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